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Abstract 

This study investigates the influence of multi-layered ferromagnetic core structures on the 

performance of fluxgate magnetic sensors. Utilizing ultra-soft Metglas amorphous ribbons, 

core configurations ranging from one to five layers were fabricated and analyzed through a 

combined approach of finite element numerical simulation and experimental 

characterization. Simulation results reveal that increasing the number of core layers 

significantly enhances the average demagnetizing factor (nearly doubling for the 5L 

structure compared to the 1L), leading to a 12% reduction in effective magnetic induction. 

Experimental data demonstrate that the single-layer configuration achieves an optimal 

sensitivity of approximately 1200 V/T with a resolution of 300 nT. Conversely, increasing 

the number of magnetic layers extends the linear dynamic range from ±0.25 mT to over 

±0.9 mT, albeit at the cost of reduced sensitivity 54 V/T for the 5L structure. This research 

confirms the trade-off between sensitivity and operating range modulated by multi-layer 

architectures, providing a critical foundation for optimizing fluxgate sensors for specific 

application requirements. 
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1. Introduction 

Fluxgate sensors are pivotal instruments for detecting the magnitude and direction 

of both DC and AC magnetic fields in the low-field range, typically from 10-10 to 10-4 T. 
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Compared to alternative magnetic sensing technologies, fluxgates offer a superior 

combination of high sensitivity, excellent resolution, low noise floor, and cost-effective 

fabrication. Notably, their sensitivity outperforms semiconductor-based sensors, such as 

Hall-effect or magnetoresistive sensors, by approximately five orders of magnitude. 

While SQUID sensors provide higher sensitivity, fluxgates remain more advantageous 

for practical applications due to their ability to operate at room temperature without the 

need for liquid helium cooling [1]. These attributes have led to the widespread adoption 

of fluxgate sensors in fields ranging from space exploration to military defense. 

Historically, high-sensitivity fluxgates were utilized for submarine detection during 

World War II [2]. By the 1980s, they had largely superseded conventional mechanical 

instruments for monitoring Earth’s magnetic field variations [3]. Furthermore, the 

introduction of fluxgate principles to the non-destructive testing of ferromagnetic 

materials [4] marked a significant advancement over classical mechanical methods. 

Today, compact fluxgate magnetometers are standard in geophysical surveys, mineral 

exploration, and the detection of buried metallic objects.  

The fundamental operation of a fluxgate sensor relies on the periodic variation of 

the magnetic permeability of a ferromagnetic core, driven by an AC excitation current. 

In the presence of an external magnetic field, the resulting magnetic asymmetry induces 

an output voltage proportional to the ambient field strength [5]. Current research 

typically categorizes these devices into parallel and orthogonal fluxgate configurations, 

distinguished by the alignment between the excitation field and the sensing direction. 

Since their inception in the 1930s, fluxgate technology has evolved through 

continuous refinements in core materials, signal processing circuits, and geometric 

architectures [6]. Early generations were characterized by bulky configurations with 

bulk cores and multi-turn copper windings, leading to significant power consumption 

[7]–[10]. Over the past two decades, the research focus has shifted toward 

miniaturization and integration [11], aiming to reduce dimensions and power 

requirements while maintaining high sensitivity and a wide linear range. 

This miniaturization process presents two primary challenges: (i) the downscaling 

of excitation and pick-up coils, and (ii) the seamless integration of the magnetic core 

into the device structure. Common strategies include the use of multi-layer planar coils 

or solenoidal structures wrapped around ferromagnetic thin films [12]. Although 

tailoring the soft magnetic properties via thermal treatment or geometric optimization 

can enhance performance, these processes are often complex and costly. Theoretical 

models suggest that the demagnetizing field of the core is strongly dependent on the 

sensor’s geometry and the spatial arrangement of the magnetic material. However, a 
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comprehensive evaluation of how multi-layered core structures influence sensor 

performance via the demagnetizing field remains insufficient. Consequently, this study 

systematically investigates the influence of multi-layered ferromagnetic cores (ranging 

from one to five layers) on the demagnetizing field and the overall sensing 

characteristics of fluxgate sensors. 

2. Experimental details 

 

Fig. 1. Optical images of (a) a ferromagnetic core cut from a Metglas ribbon with the desired 

dimensions, (b) the assembled core configurations used in this study, (c) the fabricated 

multilayer fluxgate sensor, and (d) the experimental setup showing the sensor connected  

to a lock-in amplifier and positioned within a Helmholtz coil driven by a Keithley 2400  

for active magnetic field control. 

In this study, we utilized the Metglas 2605SA1 amorphous ribbon, manufactured 

by Metglas Inc. (USA), which features a specialized thickness of 18 µm. This iron-

based alloy is engineered for exceptionally low magnetic loss. Specifically, it is 

classified as an M3 grade material, exhibiting only 35% of the core loss typically found 

in standard electrical steel. Furthermore, its core loss at a frequency of 50 Hz is 

approximately 80% of that measured at 60 Hz. Characterized by its amorphous 

structure, the material demonstrates a very low coercive force, approximately 40 A/m 

(or 0.5 Oe) at 100 Hz based on the hysteresis loop, and approaches 0 A/m when 

considering the anhysteretic curve. Consequently, the material maintains a high relative 

permeability of around 10000 within low magnetic fields (under 10 A/m), followed by a 
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rapid decline as the external magnetic field intensity increases. Therefore, the Metglas 

ribbon is ideal for high-sensitivity, narrow-range magnetic field sensors. The ribbons were 

patterned into rectangular strips with dimensions of 25 mm × 2 mm × 18 µm using a high-

precision cutting system with a tolerance of 0.1 mm. The morphologies of the individual 

core and the multi-layered core system are displayed in Fig. 1(a) and (b), respectively. To 

investigate the multi-layer configuration, the magnetic ribbons were stacked sequentially 

without fixed bonding to maintain structural consistency across samples. 

The magnetic core was positioned coaxially within two cylindrical coils of 

identical winding density, serving as the excitation and pick-up coils. The sensor signal 

was processed using a Lock-in Amplifier operating in the second harmonic mode (2ω). 

The magnetic field environment for this study was established using a Model MH-2.5 

Helmholtz coil system manufactured by Lake Shore Cryotronics, driven by a a Keithley 

2400 source meter. This high-precision apparatus is capable of generating a magnetic 

flux density of 30 G per 1 A of current, with a maximum allowable current capacity of  

2 A. A critical feature of this model is its exceptional field uniformity, reaching 99.5% 

within a specific cylindrical volume at the center of the coil (measuring 0.75 inches in 

both length and diameter). Regarding its electrical characteristics, the coil exhibits a DC 

resistance of approximately 3 Ω and an inductance of 6.3 mH. The entire experimental 

apparatus was integrated and automated using a custom-developed LabVIEW program. 

Under a dc applied magnetic field Hdc, the fundamental relationship between the 

internal magnetic field within the material Hre and the resulting magnetic induction B is 

defined as follows [13]–[15]: 
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where µr and D are relative permeability and demagnetizing factor, respectively. 

Building upon this relationship, the correlation between the sensor's output signal, 

the external magnetic field Hdc, and the relative permeability µr can be mathematically 

expressed by the following equation [13]–[15]: 
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where Nturn, A are the number of turn of pick-up coil and cross-sectional area of the 

pick-up coil, respectively. 

To further elucidate the influence of the core architecture on the magnetic 

characteristics and sensor performance, numerical simulations based on the finite 

element method (FEM) were performed using Ansys Maxwell 3D. The electromagnetic 

field distribution was determined by solving the system of Maxwell’s differential 

equations. The simulation model employed a fine mesh of up to 100,000 elements with 

a convergence error limit of 0.1%. The simulations were conducted in an air 

environment (relative permeability µr = 1) to replicate experimental conditions. The input 

B(H) characteristics of the Metglas material were extrapolated from experimental M(H) 

loops obtained via Vibrating Sample Magnetometry on a 10 mm × 10 mm × 18 µm 

specimen. The model evaluated the magnetization behavior and the demagnetizing 

effects as a function of the number of layers under a uniform external magnetic field. 

3. Results and discussion 

To provide a theoretical framework for experimental fabrication, numerical 

simulations for core structures ranging from a single layer (1L) to five layers (5L) were 

initially conducted using Ansys Maxwell 3D. The material parameters and excitation 

conditions were maintained consistent with the experimental setup. 

Figure 2(a) illustrates the finite element mesh generated for the simulation. The 

mesh exhibits curved triangular elements, a characteristic feature of the TAU meshing 

technique employed by Ansys Maxwell. The refined and uniform mesh distribution 

across the entire core volume ensures that the results satisfy the predefined convergence 

criteria and error tolerances. The investigation focused on the dependence of the internal 

magnetic induction on the external applied field Happ within the range of 0-20 kA/m. To 

characterize the collective magnetic response of different multi-layered architectures, 

the effective magnetic induction Beff was introduced, defined as: 

 
1

effB BdV
V

    (3) 

where V represents the total volume of the magnetic core. Consequently, a 3L structure 

occupies three times the volume of a 1L structure. 

As shown in Fig. 2(b), Beff increases rapidly for all configurations in the low-field 

region (0–5 kA/m). Notably, the 1L structure exhibits the steepest Beff(H) slope, 

whereas the 5L sample displays the lowest. This divergence is clearly visible in the low-

field magnification (Fig. 2(c)), with the curves gradually converging at higher fields  
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(Happ > 15 kA/m). This behavior is consistent with the fundamental relationship between 

magnetic induction and the internal magnetic field Hint: 

 B = µ0(M + Hint)  (4) 

 Hint = Happ – NM  (5) 

where µ0 is the vacuum permeability, M is the magnetization, and N denotes the 

demagnetizing factor. It is well-established that N is a geometry-dependent parameter, 

typically analytically solvable only for specific shapes such as ellipsoids [16]–[20]. 

 

Fig. 2. (a) Screenshot of the TAU meshing scheme implemented in Ansys Maxwell 3D. 

Dependence of the magnetic induction within the ferromagnetic core on the applied magnetic 

field in (b) a wide field range and (c) a low field range. (d) Effective magnetic induction Beff  

as a function of multilayer core configurations at an applied field of 4.5 kA/m. 

Figure 2(d) depicts the dependence of Beff on the number of layers at an applied 

field of 4.5 kA/m. Beff decreases almost linearly as the number of layers increases. 

Specifically, Beff drops from 1.21 T for the 1L core to 1.07 T for the 5L core, 

representing a 12% reduction. These results indicate that the number of core layers 
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directly modulates the magnetic properties of the sensor. An increase in the number of 

layers reduces the effective magnetic induction within the core. 

 
Fig. 3. (a) Spatial distribution of magnetic induction within the ferromagnetic core for different 

numbers of layers. Distribution of magnetic induction along the longitudinal axis through the 

center of the core over (b) the full length and (c) a selected region. The data are obtained at an 

applied magnetic field of 1 kA/m. 

To further elucidate the impact of the number of layers on the overall magnetic 

properties, the spatial distribution of the magnetic induction across the core is presented 

in Fig. 3(a). The color mapping represents the induction intensity, where red indicates 

maximum values (> 0.5 T) and blue denotes minimum values (around 0.02 T). In the 

single-layer 1L configuration, the high-induction region (red) dominates the core 

volume, particularly at the center, while the low-induction regions (blue) are confined to 

the extremities. As the number of layers increases, the high-induction zone 

progressively contracts, reaching its minimum in the 5L structure. Simultaneously, the 

low-induction regions (blue and green) expand from the ends toward the center. 

This distribution is more quantitatively illustrated by the profiles extracted along 

the central axis (Fig. 3(b) and (c)). The magnetic induction of the 1L structure 

consistently exceeds that of the multi-layered counterparts, with the most pronounced 

difference observed 2–5 mm from the core ends. 
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Fig. 4. (a) Demagnetizing factor distribution along the longitudinal centerline of the core  

for different multilayer configurations obtained from numerical simulations; (b) Average 

demagnetizing factor estimated using the analytical approximation proposed by Aharoni. 

The degradation of magnetic induction with increasing the number of layers or 

proximity to the core ends is attributed to the demagnetizing factor N, as defined in  

Eq. (5) [16], [18], [21]. The simulated demagnetizing factor profiles are shown in  

Fig. 4(a). Near the core tips, N is enhanced by approximately 20 times compared to the 

center. While the local demagnetizing factor at the geometric center remains relatively 

insensitive to the number of layers, the effective N for the entire volume increases 

significantly. Figure 4(b) compares the average demagnetizing factor with Aharoni’s 

analytical approximation [16], treating the multi-layer stack as a single body with 

equivalent total thickness. The results show that the average demagnetizing factor for 

the 5L structure is nearly double that of the 1L structure, following a quasi-linear 

relationship with the number of layers.  

The influence of the demagnetizing factor on the magnetic properties of the 

ferromagnetic core used in sensing applications is significant, as evidenced by the 

reduction in magnetic induction with increasing number of core layers. In magnetic 

sensing applications, this reduction is generally detrimental, leading to degraded sensor 

performance, particularly in terms of sensitivity and the ability to detect weak magnetic 

fields. To further elucidate this effect on both the magnetic characteristics and overall 

performance of fluxgate sensors, multilayer core-based fluxgate sensor structures were 

fabricated and systematically investigated. 

The transfer characteristics of the fabricated fluxgate sensors, representing the 

output voltage as a function of the external applied magnetic field Happ, are illustrated in 

Fig. 5(a). Within the low-field regime, all sensor configurations exhibit a highly linear 

response characterized by a negligible magnetic hysteresis, which is a prerequisite for 

high-precision magnetometry. For the 1L, 2L, and 3L configurations, the output signal 
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increases monotonically until reaching a saturation peak, followed by a subsequent 

decline at elevated field strengths. Specifically, this signal roll-off occurs at Happ > 0.3 mT 

for the 1L structure and Happ > 0.6 mT for the 3L sensor. This non-monotonic behavior is 

fundamentally attributed to the magnetic saturation of the Metglas core, which 

precipitates a drastic reduction in the differential permeability. Therefore, it is suppressing 

the inductive coupling between the excitation and pick-up windings [5], [15]. 

In contrast, the 4L and 5L sensor architectures maintain good linearity throughout 

the entire measured interval. This extended linear regime is a direct consequence of the 

intensified demagnetizing effect associated with the increased core thickness. The 

elevated demagnetizing field acts as an internal feedback mechanism that opposes the 

external field, effectively delaying the onset of magnetic saturation. Consequently, a 

significant enhancement in the dynamic operating range is observed, expanding from 

±0.25 mT for the 1L structure to over ±0.9 mT for the 5L configuration. 

The sensor sensitivity, extracted from the slope of the linear response region in 

Fig. 5(b), achieves a maximum of approximately 1200 V/T for the single-layer 1L 

architecture. However, a pronounced attenuation in sensitivity is recorded as the number 

of ferromagnetic layers increases. The sensitivity values drop to 422 V/T for the 2L,  

93 V/T for the 4L, and finally 54 V/T for the 5L configuration representing a nearly  

23-fold total decrease. This quasi-linear degradation in sensitivity is in good agreement 

with the previously discussed numerical simulations of the effective magnetic induction 

Beff, confirming that the volumetric demagnetizing factor is the primary governor of the 

sensor’s transduction efficiency. This phenomenon is primarily explained by the large 

number of turns in the pickup coil, which serves as a scaling factor that exacerbates the 

reduction in the total induced voltage. 

To evaluate the metrological quality of the sensors, resolution and long-term 

stability analyses were conducted via time-domain scanning measurements, as shown in 

Fig. 5(c) and (d). The magnetic resolution, defined by the minimum detectable field 

above the noise floor, was determined to be approximately 300 nT for the 1L sensor, 

whereas the 5L sensor exhibited a coarser resolution of 3 µT. Furthermore, a statistical 

assessment of the output voltage stability was performed at a constant bias field of  

15 µT (Fig. 5(e)). The resulting histogram follows a Gaussian distribution with a 

standard deviation of 1.156, signifying robust signal reproducibility and excellent 

reliability. These empirical findings provide strong validation for the numerical models, 

confirming that while multi-layering extends the sensing range, the sensitivity and 

resolution limits of fluxgate magnetometers are significantly optimized by minimizing 

the number of ferromagnetic core layers. 
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Fig. 5. (a) Output voltage of fluxgate sensors with different core configurations as a function of 

the applied magnetic field in the range of -9 mT to +9 mT; (b) Extracted sensitivity in the low-

field region (-0.15 mT to 0.15 mT); Time-domain scanning measurements used to evaluate 

sensor resolution under step-wise magnetic field variations for (c) single-layer and (d) five-

layer configurations; (e) Statistical distribution of the output voltage fitted with a Gaussian 

function at an applied field of 15 µT. 
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4. Conclusions 

This article presents a comprehensive analysis of the influence of multi-layered 

ferromagnetic core architectures on the performance of fluxgate magnetic sensors based 

on ultra-soft Metglas amorphous ribbons. By integrating FEM simulations via Ansys 

Maxwell 3D with systematic experimental characterization, core configurations ranging 

from single-layer 1L to five-layer 5L were investigated. Numerical results reveal that 

increasing the cumulative core thickness scales proportionally with the average 

demagnetizing factor N, causing a 12% reduction in effective magnetic induction Beff 

from 1L to 5L structures. Experimentally, the 1L sensor demonstrated a superior 

sensitivity of 1200 V/T and a resolution of 300 nT within the low-field regime. In 

contrast, the 5L configuration, while reducing sensitivity to 54 V/T, effectively 

extended the linear dynamic range from ±0.25 mT to over ±0.9 mT due to the 

demagnetization-induced resistance against magnetic saturation. Statistical analysis and 

time-drift measurements confirmed high device stability with a standard deviation of 

1.156. This work provides critical insights into optimizing magnetic core geometries to 

achieve a tailored balance between sensitivity and sensing range for precision 

magnetometry applications. 
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ẢNH HƯỞNG CỦA CẤU TRÚC ĐA LỚP LÊN TÍNH CHẤT  

VÀ ĐỘ NHẠY CỦA CẢM BIẾN TỪ FLUXGATE 

Hồ Anh Tâm1, Vũ Nguyên Thức1, Nguyễn Thị Ngọc2, Phạm Minh Vương1,  

Đỗ Huy Hoàng1, Vũ Đình Lãm3, Trần Linh Khương4, Đoàn Tùng Anh5, Lê Đình Vị5 

1Khoa Vật lý kỹ thuật và Công nghệ Nano, Trường Đại học Công nghệ, Đại học Quốc gia Hà Nội 

2Khoa Khoa học Vật liệu tiên tiến và Công nghệ Nano,  

Trường Đại học Khoa học và Công nghệ Hà Nội 

3Học viện Khoa học và Công nghệ, Viện Hàn lâm Khoa học và Công nghệ Việt Nam 

4Phòng Hậu cần - Kỹ thuật, Trường Đại học Kỹ thuật Lê Quý Đôn 

5Khoa Hóa - Lý kỹ thuật, Trường Đại học Kỹ thuật Lê Quý Đôn 

Tóm tắt: Nghiên cứu này khảo sát ảnh hưởng của cấu trúc lõi sắt từ đa lớp đến hiệu suất 

của cảm biến từ trường fluxgate. Sử dụng băng từ vô định hình Metglas siêu mềm, các cấu trúc 

lõi từ 1 đến 5 lớp đã được chế tạo và phân tích thông qua sự kết hợp giữa mô phỏng số phần tử 

hữu hạn và đo đạc thực nghiệm. Kết quả mô phỏng chỉ ra rằng việc tăng số lượng lớp lõi dẫn 

đến sự gia tăng đáng kể của hệ số trường khử từ trung bình (tăng gần gấp đôi ở cấu trúc 5 lớp so 

với đơn lớp), gây ra sự sụt giảm 12% cảm ứng từ hiệu dụng. Thực nghiệm cho thấy cấu trúc đơn 

lớp đạt độ nhạy tối ưu xấp xỉ 1200 V/T với độ phân giải 300 nT. Ngược lại, việc tăng số lớp 

giúp mở rộng dải đo tuyến tính từ ±0.25 mT lên hơn ±0.9 mT nhưng làm giảm độ nhạy xuống 

còn 54 V/T ở cấu trúc 5 lớp. Nghiên cứu khẳng định sự đánh đổi giữa độ nhạy và dải hoạt động 

thông qua việc điều chỉnh cấu trúc đa lớp, cung cấp cơ sở quan trọng để thiết kế các cảm biến 

fluxgate tối ưu cho từng ứng dụng cụ thể. 

Từ khóa: Cảm biến từ trường; fluxgate; mô phỏng số; từ trường thấp. 
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